JMX | JMXL 3-PIECE, PRECISION - HIGH STRENGTH ALLOY ! PTFE LINERS AVAILABLE |

52100 ah STEEL ALLOY,

= ALLOY, HEAT
3 ‘EA )
STEEL TREATED HEAT TREATED

Rc 56 MIN. ZNC -
- 1 ]
HARD PLATED ANE FLATED

oo CHROMATE CHROMATE

CHROME
i) I ]
PLATED TREATED TREATED

MALE ROD
ENDS
2,855 .03

312 | 250 | 437

JMX3 JMXL3 | .1900( .625 1.250 .:;;_ 750 13 :

JMX4 JMXL4 | (2500 .7T30| 375 .281 | .500 | 1.562 12';;_ 1.000 16 5,262 .04
S5M6-

JMXS JMXLS | 3125 875 | .437 344 | 625 | 1875 24 1.250 14 7,640 07

JMXE JMXLE | 3750 (1.0000 .500 406 | 719 1.938‘ 32';2_ 1.250 12 9,550 1

JMXT JMXLF | 4375 (1.125 .562 43T || 8122125 T;l;i_ 1375 14 10,290 .16

JMXE JMXLE | 5000 (1312 .625 500 | 937 2.438‘ 12"3_ 1.500 12 16,242 25

JMXI10 | JMXL10 | 6250 (1.5000 .750 562 (1.125) 2625 5:§_ 1625 16 17,959 .38

JMX12 | JMXL12 | 7500 (1.7500 875 68T (1312 2875 3:;_ 1.750 14 28,090 .60

JMX14 | JMXL14 | 8750 (2.0000 .B7S5 68T (1312 3375 T_:i_ 1875 12 55,690 .91

JMX 14T JMXLT14T- Tia-

770 70 8750 (2.0000 .875 J70 (1373 3.375 14 18735 12 453,031 .91
1-

JMX16** JMXL16 (1.0000 2950( 1.375| 1.015 | 1.875| 4.500( 1/4-| 2.500 17 |107,182) 2.736
12

JMX16-

e JMXL16-1)1.0000 2950 1373 | 1.015 [1.875 4500 1-14|2.500 17 |107,182) 2.464

1

JMX20** JMXL20 (1.2500 2950( 1.250 | 1.015|1.875| 4500 1/4-| 2.500 11 107,182 2.736
12

MALE ROD END LOAD RATINGS BASED ON NO LUBRICATION FITTING. FOR LOAD RATINGS OF
ROD ENDS WITH LUBRICATOR, PLEASE CONTACT THE F.K. ENGINEERING DEFPARTMENT.

** TOLERANCE VARIATION: "D, "A™ ARE +/- .020

MOTES:

FOR GREASE FITTINGS ADD "2° TO SUFRAX. ~EXAMPLE: JMX6Z

FOR STUDS ADD "¥" TO SUFFIX. ~EXAMPLE: JMX5Y

FOR PTFE LINER ADD "T" TO SUFFIX. ~EXAMPLE: JMX12T




